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Series 86-PRS

Series 86-PRS

General information

Dimensions

Model-no.: A C Ø E F H K L M N Q R W X
86-PRS-MVY-xx 60 20 4.2 16 5 119 (xx-1)*16 + 34 132 92 G1/4 41 57 26.5
86-PRS-100-xx 58 20 4.2 19 5 140 (xx-1)*19 + 38 155 98 G1/4 40 77 22
86-PRS-200-xx 59 21 4.3 23 6 170 (xx-1)*23 + 46 189 116 G1/4 43 90 22
86-PRS-300-xx 75 26 4.5 28 6 189 (xx-1)*28 + 54 208 134 G3/8 53 98 27
86-PRS-400-xx 98 32 5.5 35 7 222 (xx-1)*35 + 63 243 168 G1/2 68 112 36

xx = number of stations

86-PRS-***-**

Order code

Series

Size
MVY for series 86-MVY-18
100 for series 86-MV-5-18
200 for series 86-MV-5-28, 86-MV-5-14
300 for series 86-MV-5-24, 86-MV-5-38
400 for series 86-MV-5-12

Number of stations
02...20
Size Standard
MVY 04, 06, 08, 10, 12
100 02, 04, 06, 08, 10, 12, 14, 16
200 02, 04, 05, 06, 08, 10, 12, 14, 16
300 02, 04, 06
400 02, 04
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The 86-PRS manifolds are suitable for the 86-MV-5 valve series. 
Blind plates 86-PRS-xxx-V are available for blank stations.
All mounting screws and o-rings are included.


